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Multi-parameter system, simultaneous measurement

Portable multi meter kit with multi-sensor 5059 for pH and conductivity, field case and accessories.
 
An all in one system with guided menu navigation makes general electrochemistry testing fast and simple. Each system is designed to be used
in a wide variety of applications and comes complete with everything you need to start testing.

Simple and fast measurements

Complete mobile measurement stations.

Calibration tubes minimize standard consumption.

Precise and cost-efficient system.

Specifikacije

AC i USB pogon: No

Automatsko prepoznavanje pufera: pH 2.01, 4.01, 7.00, 9.21, 10.01

Barometrijsko mjerenje tlaka: -

Dimenzije (V x Š x D): 38 mm x 73 mm x 186 mm

DO mjerenje: -

DO rezolucija: -

Garancija: 36 mjeseci

GLP značajke: -

IP zaštita kučišta: IP67

Izlaz : -

Jezici: -

Jezici uputa: Multi-lingual

Kalibracija DO elektrode: -

Kapacitet pohrane internog rezultata: -

Komplet?: Da

Masa: 0,3 kg

Measuring range: ± 1999 mV

Mjerenje saliniteta: -

Mjerenje temperature: -20.0 - 150.0 °C
 



(-4.0 - 302.0 °F)

Mjerenje vodljivosti: 0.01 µS/cm - 500 mS/cm
 
1 µS/cm - 30 mS/cm (probe range)

Mjerenje vodljivosti kod stabilnog očitanja: Yes

Mjerenje vodljivosti: ispravak temperature: Linear

Mjerna metoda: Auto stabilisation, continuous

Model: MM150

mV rezolucija: 0.1 mV (0 - 200 mV) 1 mV (for rest of range)

Napajanje: 3 AA

Otpornost vode: IP67

Parametar: pH, mV, ORP/Redox, Conductivity, TDS, Salinity, Resistivity, Temperature

PC data transfer software : -

pH Accuracy: ≤ 0.02 pH (± 1 digit)

pH Electrode calibration: 1 to 3 points calibration

pH Measurement: -2 에서 19.99 pH

pH rezolucija: 0.01 pH

Potvrde o sukladnosti: CE.WEEE

Pressure compensation: -

Prikaz krivulja kalibracije: Prikazivanje nagiba i asimetrije potencijala

Radni uvjeti: relativna vlažnost zraka: < 80 % relative humidity (non-condensing)

Radni uvjeti: temperatura: 0 - 50 °C (32 - 122 °F)

Radno sučelje: Keypad

Resolution: ORP: 1 mV

Rezolucija vodljivosti: Depending on the measurement range

Salinity resolution: -

Simultaneous measurements: pH, ORP, Conductivity (or TDS), Temperature

Stolni: No

Sučelje: jezici: Icon based, no language needed

Svjetlo: Yes

TDS mjerenje: 0 mg/L - 500 g/L

TDS rezolucija: 1 mg/L - 1 g/L

Temperature compensation: Automatic or manual

Temperaturna rezolucija: 0,1 °C

Temperaturna točnost: 0,2 °C (± 1 číslice)

Točnost: TDS: ≤ 0.5 % (± 1 digit)

Točnost vodljivosti: ≤ 0.5 % (± 1 digit) of measurement range

Ulazi: MP-8

Visina (ukupno): -

Vrsta sonde: Yes

Vrsta zaslona: 128 x 64 pixel, simultaneous readings

Zaslon: Backlit LCD with pictograms
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